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Metal Halide

WATTS P/N DESCRIPTION SPEC POSITION BULB F* ANSI
LIFE

(HRS)
LUMEN

(100HRS.)
NSN

UNIVERSAL MOGUL BASED - ENCLOSED FIXTURE RATED

175 88791 MH 175/U Clear Universal ED28 E M57PE-175 10000 14000 6240-01-163-2813

175 96627 MH 175/C/U Coated Universal ED28 E M57PF-I 75 10000 13200 6240-01-411-2727

250 63052 MH 250/U Clear Universal ED28 E M58PG-250 10000 21000 6240-01-158-6599

250 61290 MH 250/C/U Coated Universal ED28 E M58PH-250 10000 19800 6240-01-167-1060

400 18520 MH 400/U Clear Universal ED37 S M59PJ-400 20000 36000 6240-01-152-2662

400 83545 MH 400/C/U Coated Universal ED37 S MS9PK-400 20000 33900 6240-01-160-1070

1000 72051 MH 1000/U Clear Universal BT56 S M47PA-1000 12000 110000 6240-00-474-5802

1000 88460 MH 1000/C/U Coated Universal BT56 S M47PB-1000 12000 110000 6240-01-163-0015

1500 12342 MH 1500/U/XL Clear Universal BT56 E M48 6000 155000 6240-01-459-0816

VERTICAL HIGH OUTPUT- MOGUL BASED- ENCLOSED FIXTURE RATED

175 55087 MS 175/BU Clear BU +/- 15 ED28 E M57PE-175 10000 16000 6240-01-459-0831

175 84985 MS 175/C/BU Coated BU +/- 15 ED28 E M57PF-175 10000 15000 6240-01-459-0863

250 36297 MS 250/BU Clear BU +/- 15 ED28 E M58PG-250 10000 23000 6240-01-459-0839

250 63539 MS 250/C/BU Coated BU +/- 15 ED28 E M58PH-250 10000 23000 6240-01-459-0856

400 47432 MS 400/BU Clear BU +/- 15 ED37 S M59PJ-400 20000 40000 6240-01-167-1059

400 62957 MS 400/C/BU Coated BU +/- 15 ED37 S M59PK-400 20000 37600 6240-01-158-6601

400 35142 MS 400/C/BU/3K Coated BU +/- 15 ED37 S M59PK-400 20000 36000 6240-01-344-6992

400 84878 MS 400/BD Clear BD +/- 15 ED37 S M59PJ-400 20000 40000 6240-01-163-6606

98251 MS 400/C/BD Coated BD +/- 15 ED37 S M59PK-400 20000 36000 6240-01-162-0308

1000 89113 MS 1000/BU Clear BU +/- 15 BT56 S M47PA-1000 12000 115000 6240-01-344-6996

1000 59982 MS 1000/C/BU Coated BU +/- 15 BT56 S M47PB-1000 12000 115000 6240-01-344-9557

94669 MS 1000/C/BD Coated BD +/- 15 BT56 S M47PB-1000 12000 115000 6240-01-344-9558

1500 18360 MH 1500/HBU Clear BU +/- 105 BT56 E M48PC-1500 3000 155000 6240-01-162-6749

1500 79037 MH 1500/HBD Clear BD +/- 105 BT56 E M48PC-1500 3000 155000 6240-01-365-7996

HORIZONTAL HIGH OUTPUT- MOGUL BASED - ENCLOSED FIXTURE RATED

175 57330 MS 175/HOR Clear HOR ± 45 ED28 E M57 10000 15000 6240-01-345-2255

175 16348 MS 175/C/HOR Coated HOR ± 45- ED28 E M57 10000 14100 6240-01-344-9973

175 96677 MS 175/C/HOR/3K Coated HOR ± 45 ED28 E M57 10000 4000 6240-01-344-6673

250 94883 MS 250/HOR Clear HOR ± 45 ED28 E M58 10000 23000 6240-01-344-6674

250 44155 MS 250/C/HOR Coated HOR ± 45 ED28 E M58 10000 21600 6240-01-344-6675

250 47052 MS 250/HOR/3K Clear HOR ± 45 ED28 E M58 10000 21500

250 40513 MS 250/C/HOR/3K Coated HOR ± 45 ED28 E M58 10000 20500 6240-01-344-6676

400 40509 MS 400/ HOR Clear HOR ± 45 ED37 E M59 20000 40000 6240-01-272-1797

400 64648 MS 400/C/HOR Coated HOR ± 45 ED37 E M59 20000 37600 6240-01-344-6677

400 11807 MS 400/HOR/3K Clear HOR ± 45 ED37 E M59 20000 36000

400 50489 MS 400/C/HOR/3K Coated HOR ± 45 ED37 E M59 20000 34200 6240-01-344-9553

Venture is a registered trademark of Venture Lighting International, used by permission.
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Metal Halide

WATTS P /N D E S C RIP TION S P E C IFIC ATION P OS ITION B ULB F* A NS I #
LIFE

(HRS )
LUME N

(100HRS .)
NS N

LOW  WATT - ME D IUM B A S E  - E NC LOS E D  F IX TURE  RATE D

70 64741 MH 70/U/3K C lear Universal B D 17 E M98S J-70 15000 5600 6240-01-459-1829

70 90170 MH 70/C /U/3K C oated Universal B D 17 E M98S I-70 15000 5300 6240-01-459-2106

100 28709 MH 100/U/3K C lear Universal B D 17 E M90TW -1 00 15000 9000 6240-01-459-1841

100 18463 MH 100/C /U/3K C oated Universal B D 17 E M90TX -1  00 15000 8500 6240-01-459-2108

100 40684 MH 100/U/5K C lear Universal B D 17 E M90TW -l 00 7500 7000 6240-01-459-1846

150 44810 MH 150/U/E M C lear Universal B D 17 E M107TS -150 10000 13500 6240-01-459-1853

150 39083 MH 150/C /U/E M C oated Universal B D 17 E M107TT-150 10000 13500 6240-01-459-2111

150 43498 MH 150/C /V /3K /E M C oated Vertical B D 17 E M107TT-150 10000 12500 6240-01-459-2112

175 52522 MS  175/C /B U/ME D /3K C oated B U ± 15' B D 17 E M57 10000 14000 6240-01-459-2117

E NE RGY MA S TE R - E NC LOS E D  F IX TURE  RATE D

150 44810 MH 150/U/E M C lear Universal B D 17 E M107TS -150 10000 13500 6240-01-459-1846

150 39083 MH 150/C /U/E M C oated Universal B D 17 E M107TT-150 10000 13500 6240-01-459-2111

150 43498 MH 150/C /U/3K /E M C oated Universal B D 17 E M107TT-150 10000 12500 6240-01-459-2112

150 69559 MH 150/U/E D 28/E M C lear Universal E D 28 E M107 10000 13500 6240-01-459-1968

150 94655 MH 150/C /U/E D 28/E M C oated Universal E D 28 E M107 10000 13500 6240-01-459-2122

225 11625 MS  225/B U/E M C lear B U +/- 15 E D 28 E M58 10000 19000 6240-01-459-1969

225 18543 MS  225/C /B U/E M C oated B U +/- 15 E D 28 E M58 10000 19000 6240-01-459-2128

325 33096 MH 325/l/U/E M C lear Universal E D 37 E H33 20000 28000 6240-01-344-5150

325 37672 MH 325/I/C /U/E M C oated Universal E D 37 E H33 20000 28000 6240-01-344-4824

360 62274 MS  360/B U/E M C lear B U +/- 15 E D 37 S M59 20000 35000 6240-01-459-1971

360 44383 MS  360/C /B U/E M C oated B U +/- 15 E D 37 S M59 20000 35000 6240-01-459-2131

360 31559 MS  360/B D /E M C lear B D  +/- 15 E D 37 S M59 20000 35000 6240-01-459-1972

360 69335 MS  360/B U/E D 28/E M C lear B U +/- 15 E D 37 E M59 20000 35000 6240-01-459-2135

W HITE  L IGHT RE TROFIT FOR YE LLOW  LIGHT HP S  (W HITE -LUX ) - OP E N &  E NC LOS E D  F IX TURE  RATE D

250 91051 MS  250/B U/LU C lear B U+/- 15 E D 28 E HP S -250  S 50 10000 18000 6240-01-459-2152

250 30053 MS  250/C /B U/LU C oated B U+/- 15 E D 28 E HP S -250  S 50 10000 18000 6240-01-459-2156

250 15830 MS  250/B D /LU C lear B U+/- 15 E D 28 E HP S -250  S 50 10000 18000 6240-01-459-2341

250 18653 MH 250/C /U/LU C oated Universal E D 28 E HP S -250  S 50 10000 16000 6240-01-459-2351

250 24785 MP I 250/B U/LU C lear B U+/- 15 E D 28 O HP S -250  S 50 10000 17100 6240-01-459-2343

250 10206 MP I 250/C /B U/LU C oated B U+/- 15 E D 28 O HP S -250  S 50 10000 17100 6240-01-459-2354

400 52134 MS  400/B U/LU C lear B U+/- 15 E D 37 S HP S -400  S 51 20000 40000 6240-01-459-2366

400 72190 MS  400/C /B U/LU C oated B U+/- 15 E D 37 S HP S -400  S 51 20000 40000 6240-01-459-2370

*FIXTURE REQUIREMENTS:

E - Lamp must only be  used in suitable  enclosed fixtures.

S - Universal burning lamps can be operated in an open fixture only when the burning position is a vertical

base up or base down, plus or minus 15 degrees.  In all other cases an enclosed fixture is required.

O - Lamps can be operated in an open fixture within the lamp�s specified burning position limits; otherwise an

enclosed fixture is required.

THIS LAMP CONFORMS TO FEDERAL STANDARD 21 CFR 1040.30

WARNING: This lamp can cause skin burn and eye inflammation from shortwave ultraviolet radiation if outer envelope of

the lamp is broken or punctured. Do not use where people will remain for more than a few minutes unless adequate shielding or

other safety precautions are used. Lamps that will automatically extinguish when the outer envelop is broken or punctured are

commercially available.
Venture is a registered trademark of Venture Lighting International, used by permission.
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Metal Halide

WATTS P/N DESCRIPTION SPEC POSITION BULB F* ANSI
LIFE

(HRS)
LUMEN

(100HRS.)
NSN

ENERGY SAVING RETROFIT FOR STANDARD MH - ENCLOSED FIXTURE RATED

150 44810 MH 150/U/EM Clear Universal BD17 E M107TS-150 10000 13500 6240-01-459-1853

150 39083 MH 150/C/U/EM Coated Universal BD17 E M107TT-150 10000 13500 6240-01-459-2111

225 11625 MS 225/BU/EM Clear BU +/- 15 ED28 E M58 10000 19000 6240-01-459-1969

225 18543 MS 225/C/BU/EM Coated BU +/- 15 ED28 E M58 10000 19000 6240-01-459-2128

360 62274 MS 360/BU/EM Clear BU +/- 15 ED37 S M59 20000 35000 6240-01-459-1971

360 44383 MS 360/C/BU/EM Coated BU +/- 15 ED37 S M59 20000 35000 6240-01-459-2131

360 31559 MS 360/BD/EM Clear BD +/- 15 ED37 S M59 20000 35000 6240-01-459-1972

360 52376 MS 360/HOR/EM Clear HOR+/-15 ED37 E M59 20000 35000 6240-01-459-2502

360 82052 MS 360/C/HOR/EM Coated HOR+/-15 ED37 E M59 20000 35000 6240-01-459-2504

ENERGY SAVING RETROFIT FOR STANDARD MH - OPEN FIXTURE RATED

150 48339 MPI 150/BU/ED28/EM Clear BU +/- 15 ED28 O M107 10000 12800 6240-01-459-2506

150 50394 MPI 150/C/V/ED28/3K/EM Coated Vertical ED28 O M107 10000 13500 6240-01-459-2544

225 22300 MPI 225/BU/EM Clear BU +/- 15 ED28 O M58 10000 19000 6240-01-459-2547

225 22400 MPI 225/C/BU/ EM Coated BU +/- 15 ED28 O M58 10000 19000 6240-01-459-2549

360 38029 MPI 360/BU/EM Clear BU +/- 15 ED37 O M59 20000 35000 6240-01-459-2551

360 67293 MPI 360/C/BU/EM Coated BU +/- 15 ED37 O M59 20000 35000 6240-01-459-2552

ENERGYSAVING RETROFIT FOR  400W MERCURY LAMP - ENCLOSED FIXTURE RATED

325 33096 MH 325/l/U/EM Clear Universal ED37 E H33 20000 28000 6240-01-344-5150

325 37672 MH 325/I/C/U/EM Coated Universal ED37 E H33 20000 28000 6240-01-344-4824

WHITE LIGHT REPLACEMENT LAMPS FOR YELLOW HPS (White-Lux) - MOGUL BASE - ENCLOSED FIXTURE RATED

250 91051 MS 250/BU/LU Clear BU ± 15 ED28 E S50 10000 18000 6240-01-459-2152

250 30053 MS 250/C/BU/LU Coated BU ± 15 ED28 E S50 10000 18000 6240-01-459-2156

250 15830 MS 250/BD/LU Clear BU ± 15 ED28 E S50 10000 18000 6240-01-459-2341

250 18653 MH 250/C/U/LU Coated Universal ED28 E S50 10000 16000 6240-01-459-2351

400 10044 MS 400/BU/LU Clear BU ± 15 ED37 E S50 20000 38000

400 10047 MS 400/C/BU/LU Coated BU ± 15 ED37 E S50 20000 38000

WHITE LIGHT MH REPLACEMENT LAMPS FOR YELLOW LIGHT HPS (White-Lux) - MOGUL BASE - OPEN FIXTURE RATED

250 24785 MPI 250/BU/LU Clear BU ± 15 ED28 O S50 10000 17100 6240-01-459-2343

250 10206 MPI 250/C/BU/LU Coated BU ± 15 ED28 O S50 10000 17100 6240-01-459-2354

REDUCED YELLOWING OF FIXTURE LENSES (UVSHIELD) - FOR ENCLOSED FIXTURES

50 32100 MP50/U/UVS Clear Universal ED17X O M110 10000 3200 6240-01-459-2478

50 30041 MP50/C/U/UVS Coated Universal ED17X O M110 10000 3000 6240-01-459-2475

70 29990 MP70/U/UVS Clear Universal ED17X O M98 15000 5300 6240-01-459-2471

70 80128 MP70/C/U/UVS Coated Universal ED17X O M98 15000 5000 6240-01-459-2467

100 82117 MP100/U/UVS Clear Universal ED17X O M90 15000 8500 6240-01-459-2461

100 66100 MP100/C/U/UVS Coated Universal ED17X O M90 15000 8100 6240-01-459-2450

*FIXTURE REQUIREMENTS:

E - Lamp must only be  used in suitable  enclosed fixtures.

S - Universal burning lamps can be operated in an open fixture only when the burning position is a vertical

base up or base down, plus or minus 15 degrees.  In all other cases an enclosed fixture is required.

O - Lamps can be operated in an open fixture within the lamp�s specified burning position limits; otherwise an

enclosed fixture is required.

THIS LAMP CONFORMS TO FEDERAL STANDARD 21 CFR 1040.30

WARNING: This lamp can cause skin burn and eye inflammation from shortwave ultraviolet radiation if outer envelope of

the lamp is broken or punctured. Do not use where people will remain for more than a few minutes unless adequate shielding or

other safety precautions are used. Lamps that will automatically extinguish when the outer envelop is broken or punctured are

commercially available. Venture is a registered trademark of Venture Lighting International, used by permission.


